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ECOCOOL SOLUBLE 30
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Semisynthetic low oil content water-miscible fluid for cutting and

grinding steel and cast iron

Description

ECOCOOL SOLUBLE 30 is a multifunctional cutting fluid for
the machining of cast iron and steel as well as yellow mate-
rials.

When mixed with water ECOCOOL SOLUBLE 30 forms
stabile, beige, long-life emulsion.

ECOCOOL SOLUBLE 30 is free from PTBBA (4-tert-
Butylbenzoic acid) and chlorine.

Application

Recommended concentration:

Normal machining 4-7%
Difficult chip removing up to 10%
Grinding 3-4%
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Advantages

Excellent emulsion stability

Good cooling and lubricating properties
Bio-stable

Good corrosion protection

Low foaming tendency

High pH- stability

Chlorine free

Fluid maintenance

Every time prior to flushing the fluid, we recommend to use
Grotanol FF 1N (see separate Pl) to clean the tool system
and therefore increase fresh fluid service life.

The dilution must be made always by adding the concen-
trate to the water. We recommend using an automatic mix-
ing system, e.g., DOSATRON.

Regular concentration check is recommended by use of
typical handle refractometer subject to correction factor.

Protect from freezing!
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ﬂpeﬂCTaEﬂeHHble AaHHble ABMAKTCA TUNOBbLIMWM HA MOMEHT COCTaBneHus onuca-
Husi. KomnaHusi coxpaHsieT 3a coboi nMpaBo BHOCUTbL WM3MeHeHus. lNpuBefeHHble
AaHHble XapakTepu3yrTCs NOBTOPAEMOCTbIO U BOCNPOU3BOAUMOCTBLIO Npu npume-
HEHVWN COOTBETCTBYIOLUMX METOAOB MCMbITaHWi. WMHdopmaums no GesonacHomy
npuMeHeHWo npoaykTa copepxutcs B lMacnopte BesonacHoctn (MSDS). Bonee
noapo6Hy0 MHMOPMaLMIO O NPOAYKTE U ero UCMonb30BaHUM MOXHO MOMYyYuTb Y
TEXHUYECKMX CNeLmanMcToB KOMNaHuu.
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ECOCOOL SOLUBLE 30

Typical parameters:

Product name Ecocool SOLUBLE 30
Parameter Unit Value Method
Appearance Gomogenious yelloyv to

red opalescent fluid
Density @ 15°C g/ml 1,03 DIN 51 757
KV @ 20°C mm?/s 120,0 DIN 51 562-1
Mineral oil content % 15
pH, emulsion 4% 9,5 DIN 51 369
Corrosion (filter / chip test) @ 4% grade 0-0 DIN 51 360-2
Refractometer correction factor 1,5 FLV-T 5 %)

* FLV = internal lab method of FUCHS EUROPE SCHMIERSTOFFE GmbH

Ctpanuua 2 n3 2/ 02.02.2021

N ﬂpeﬂCTaBﬂeHHble AaHHble ABNAKTCA TUNOBbIMW Ha MOMEHT COCTaBneHUAa onuca-
000 «®DYKC OUI» Ten. (+7 495) 961 27 41 Husl. KomnaHusi coxpaHsieT 3a coboi npaBo BHOCUTb U3MeHeHus. [pvBeneHHble
125252’ P(D, MDCKBa’ Pake (+7 495) 9610190 AaHHble XapakTepu3yrTCs NOBTOPAEMOCTbIO U BOCNPOU3BOAUMOCTBLIO Npu npume-
yn. ABNAKOHCTPYKTOpa Mukosa, 4. 12 E-mail: info-mos@fuchs-oil.ru HEeHUN COOTBETCTBYIOLMX METOAOB McnbiTaHwin. WHdopmaums no GesonacHomy
npuMeHeHWo npoaykTa copepxutcs B lMacnopte BesonacHoctn (MSDS). Bonee
noapo6Hy0 MHMOPMaLMIO O NPOAYKTE U ero UCMonb30BaHUM MOXHO MOMYyYuTb Y

TEXHUYECKMX CNeLmanMcToB KOMNaHuu.



